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Abstract
District heating networks are commonly addressed in the literature as one of the most effective solutions for decreasing the 
greenhouse gas emissions from the building sector. These systems require high investments which are returned through the heat
sales. Due to the changed climate conditions and building renovation policies, heat demand in the future could decrease, 
prolonging the investment return period. 
The main scope of this paper is to assess the feasibility of using the heat demand – outdoor temperature function for heat demand 
forecast. The district of Alvalade, located in Lisbon (Portugal), was used as a case study. The district is consisted of 665 
buildings that vary in both construction period and typology. Three weather scenarios (low, medium, high) and three district 
renovation scenarios were developed (shallow, intermediate, deep). To estimate the error, obtained heat demand values were 
compared with results from a dynamic heat demand model, previously developed and validated by the authors.
The results showed that when only weather change is considered, the margin of error could be acceptable for some applications
(the error in annual demand was lower than 20% for all weather scenarios considered). However, after introducing renovation 
scenarios, the error value increased up to 59.5% (depending on the weather and renovation scenarios combination considered). 
The value of slope coefficient increased on average within the range of 3.8% up to 8% per decade, that corresponds to the 
decrease in the number of heating hours of 22-139h during the heating season (depending on the combination of weather and 
renovation scenarios considered). On the other hand, function intercept increased for 7.8-12.7% per decade (depending on the 
coupled scenarios). The values suggested could be used to modify the function parameters for the scenarios considered, and 
improve the accuracy of heat demand estimations.
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development of spatially separated sites have been widely researched in the wind industry (e.g. [1,2]), but have 
received little attention to date in the less mature wave industry. As a resource, wave energy is significantly less 
predictable than tidal energy, although more so than wind and solar [3]. However, the temporal and spatial 
variability of the wave resource could prove problematic for grid integration if wave energy was to reach the point of 
large-scale deployment with high levels of grid penetration.  
For all intermittent renewable technologies there are two grid-related areas of concern; at the transmission 
network level intermittency will cause frequency fluctuation, while at the distribution network level, it will cause 
voltage fluctuations. Supply needs to match demand in order for the system frequency to be maintained at its 
nominal value, for example 50.00Hz ±1% in the UK. Electricity demand is typically predicted in advance, enabling a 
matching supply to be arranged. The utilisation of intermittent renewable supplies means these also need to be 
predicted in order to effectively plan for a matching supply from fossil fuel plants. In addition to this planned 
matching process between demand and supply, the transmission system operator needs to control the frequency in 
real-time via operation of gas-fired generation units and back-up generation plants. The availability of these 
balancing plants is a limiting factor on the grid-integrated intermittent power. This can be seen in Ireland, where the 
proportion of power from intermittent renewable sources at any time is estimated to be limited to 75% up to 2020, 
primarily due to the available balancing services [4]. Intermittent power might also cause voltage fluctuation in the 
local distribution network. 
A potential mitigation against these effects, demonstrated in studies for the wind industry (e.g. [1,2]), is the 
development of multiple, spatially separated sites in order to smooth the supply of power to the grid. From a wave 
resource perspective, localised geography, weather patterns and tidal conditions can lead to notable differences in 
levels of resource across regions exposed to a similar wave climate. Therefore, as for the wind industry there is the 
potential to develop appropriately sited wave farms to contribute to the smoothing, i.e. reduction in short-term 
variability, and grid integration of wave-generated power. A key parameter when considering electricity supply is 
the step change, i.e. the change in output power over a specified time period  (e.g. 10mins, 30mins, 1hr, 24hr). 
Smaller step changes indicate a smoother power supply, and they are more beneficial for the grid integration. An 
example of this is presented in Fig. 1, which shows a temporal sub-section of the wave height records from two 
buoys separated by 150km in the Southwest UK, and demonstrates a time where an average of the two sites lessens 
the variability of the wave energy. The peak of the storm occurs 3.5hrs earlier at site 1 than at site 2 and wave 
heights are greater at site 1 prior to the peak; post-peak, wave heights are greater at site 2. For this case, were wave 
energy converters to be deployed at both sites then some intermittency in the contribution of wave energy to the 
national grid could be reduced. For example, the large variations in wave height for both sites between 00:00 and 
03:00 (upward for site 1, downward for site 2) would produce large step changes in power output when considered 
independently. The combined record shows a slower variation because the upward and downward spikes cancel each 
other out and hence combined power output would show a much smaller step change over an hourly time period. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 1. Example storm event illustrating the potential smoothing achieved through generating wave power at two sites 150km apart. 
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development of spatially separated sites have been widely researched in the wind industry (e.g. [1,2]), but have 
received little attention to date in the less mature wave industry. As a resource, wave energy is significantly less 
predictable than tidal energy, although more so than wind and solar [3]. However, the temporal and spatial 
variability of the wave resource could prove problematic for grid integration if wave energy was to reach the point of 
large-scale deployment with high levels of grid penetration.  
For all intermittent renewable technologies there are two grid-related areas of concern; at the transmission 
network level intermittency will cause frequency fluctuation, while at the distribution network level, it will cause 
voltage fluctuations. Supply needs to match demand in order for the system frequency to be maintained at its 
nominal value, for example 50.00Hz ±1% in the UK. Electricity demand is typically predicted in advance, enabling a 
matching supply to be arranged. The utilisation of intermittent renewable supplies means these also need to be 
predicted in order to effectively plan for a matching supply from fossil fuel plants. In addition to this planned 
matching process between demand and supply, the transmission system operator needs to control the frequency in 
real-time via operation of gas-fired generation units and back-up generation plants. The availability of these 
balancing plants is a limiting factor on the grid-integrated intermittent power. This can be seen in Ireland, where the 
proportion of power from intermittent renewable sources at any time is estimated to be limited to 75% up to 2020, 
primarily due to the available balancing services [4]. Intermittent power might also cause voltage fluctuation in the 
local distribution network. 
A potential mitigation against these effects, demonstrated in studies for the wind industry (e.g. [1,2]), is the 
development of multiple, spatially separated sites in order to smooth the supply of power to the grid. From a wave 
resource perspective, localised geography, weather patterns and tidal conditions can lead to notable differences in 
levels of resource across regions exposed to a similar wave climate. Therefore, as for the wind industry there is the 
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the variability of the wave energy. The peak of the storm occurs 3.5hrs earlier at site 1 than at site 2 and wave 
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Fig. 1. Example storm event illustrating the potential smoothing achieved through generating wave power at two sites 150km apart. 
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This study utilises wave buoy data, supported by numerical modelling, to analyse the wave resource over 
different spatial scales to investigate the potential impacts of the temporal and spatial resource variability on the grid 
supply. The primary focus is the Southwest UK (SW UK), home to multiple existing and proposed wave energy test 
sites and with coastlines exposed to all potential wave directions. One of the key areas of consideration is an 
assessment of the variation in available power at sites across the region for different directional sea states, which 
could then be exploited when considering the selection of sites for future development to benefit grid integration. 
However, this is not just a regional consideration. The issue will become increasingly relevant at wider geographical 
scales with the development of European high voltage direct current (HVDC) interconnectors in Atlantic-facing 
Europe. The UK currently shares interconnectors with France, Ireland and the Netherlands, with the potential for a 
further 10GW of connection by 2025 with countries including Belgium, Norway, Denmark and Iceland [5]. In 
mainland Europe, electrical connections exist between Portugal and Spain, and Spain and France. Thus, a balancing 
of wave-generated electricity on international scales will be a potential future option. 
The SW UK study methodology is outlined in Section 2 and results presented in Section 3. The study is also 
extended to consider how results extend to national- and international-scale developments, referencing results 
published by the authors in [6]. The results are discussed in the context of the development of the wave energy 
industry in Section 4. 
2. Methodology 
2.1. Southwest UK wave buoy data 
Concurrent buoy data were acquired for a 9 month period (Jun ‘15 – Feb ‘16) for six sites in SW UK, four 
offshore (40-90m depth) and two nearshore (~15m depth) (Fig. 2). Three of the offshore buoys are located at or 
close to the region’s wave energy test sites: Wave Hub, off the exposed north coast of Cornwall, FaBTest, off the 
more sheltered south coast, and the Low Carbon Research Institute (LCRI) buoy located close to the South Wales 
Demonstration Zone. The fourth, the Scilly buoy, is exposed to wave conditions from all directions and is therefore 
used as a reference point for this study. The two nearshore buoy locations, Perranporth, off the North Cornwall 
coast, and Porthleven, off the south, are representative of sites where nearshore wave energy conversion (WEC) 
devices may be deployed. The characteristics of each site are presented in Table 1. With the exception of FaBTest, 
the offshore buoys experience similar mean wave conditions with directions from the W-SW. However, FaBTest, 
sheltered from the predominant westerly conditions, experiences significant wave heights (Hs) of approximately a 
third of the other sites, with directions from the S-SE. The two nearshore buoys experience similar sea states, with 
heights lower than the offshore sites. The mean directions at these sites are approximately normal to the alignment 
of the shoreline due to the refraction of the waves entering the nearshore area. 
The buoy records were analysed to assess the variability of wave heights around the region relative to sea state 
direction. This is important in the context of this study, because if different sites experience the largest wave heights 
in different directional sea states, then there is more scope for both power smoothing and reducing the times of zero 
wave energy generation. Additionally, relative wave heights were calculated between the pair of offshore buoys 
experiencing similar conditions (Wave Hub and LCRI) and the pair of nearshore buoys (Perranporth and 
Porthleven). The percentage relative wave height is calculated as the ratio between the site with the lower mean 
wave height and the site with the larger mean wave height for both pairs of sites. For the offshore this is then the 
LCRI Hs divided by the Wave Hub Hs and for the nearshore is the Porthleven Hs divided by the Perranporth Hs. 
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Table 1. Site characteristics for the six buoy locations. 
Buoy site Lat. Lon. Water 
depth 
Tidal 
range 
Mean Hs Mean Tp Mean dir. Deployment 
date 
Data 
provider 
Wave Hub 50.35 -5.61 50m CD 6.1m 2.3 10.2 258 22/05/2015 CCO [7] 
FABTest 50.05 -5.04 40m CD 6.0m 0.8 6.1 167 18/03/2012 University 
of Exeter 
LCRI 51.56 -4.86 40m CD 6.3m 2.1 9.5 239 23/09/2014 Swansea 
University 
Scilly 49.82 -6.55 90m CD 6.1m 2.9 10.8 255 11/10/2014 Cefas 
Wavenet 
[8] 
Perranporth 50.35 -5.17 14m CD 6.1m 1.8 10.6 284 18/12/2006 CCO 
Porthleven 50.06 -5.31 15m CD 4.7m 1.5 10.1 232 16/10/2011 CCO 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 2. Offshore buoy, nearshore buoy and model output locations used for data analysis in SW UK. 
2.2. Southwest UK wave model data 
Additional data points and a longer dataset were provided by a regional wave model simulation. The spectral 
model SWAN (version 41.10) [9], developed for use in nearshore regions and accounting for both depth-limited and 
deep water wave propagation processes and energy losses (including whitecapping, bottom friction and depth-
induced breaking), was applied across the geographical domain shown in Fig. 2. The model used was an extension 
of the validated set-up described by Van Nieuwkoop et al. in their 2012 study [10], with the northern grid boundary 
extended to 52°N. Additional validation studies using data from the Wave Hub and LCRI buoys indicated 
comparative levels of performance with the original model. The model was run at 1km resolution with wave 
parameter boundary inputs acquired from the ECMWF ERA-Interim dataset [11]. Output wave parameters were 
produced at hourly intervals at the six wave buoy locations and an additional 16 approximately evenly spaced sites 
on the 50m depth contour around the SW UK coastline (Fig. 3), and the available wave power, P (kW/m), calculated 
using the deep water power equation: 
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two hypothetical wave energy converter (WEC) devices: a small bottom-referenced offshore heaving buoy (for 
model output locations and offshore buoy sites) and  a bottom-fixed oscillating flap (for the nearshore buoy 
locations) (Fig. 3). These are taken from theoretical calculations presented by Babarit et al. [12]. The maximum step 
change in power, defined as the change in output power over a specified period, was calculated over 1hr and 24hr 
periods for the two pairs of buoy locations (offshore and nearshore), using measured and modelled data, and the 16 
additional wave model output locations as a percentage of installed capacity, assuming the same installed capacity at 
every offshore or nearshore site.  
For the buoy locations, the maximum step change in power was considered first for the individual locations and 
then for the combined offshore or nearshore sites. The analysis was then extended to the 16 model output locations. 
The maximum step change was calculated for all combinations of 1-8 sites out of the total 16, and the minimum 
value out of all combinations for each number of sites was identified. 
2.4. Extension to national and international scales 
The study was extended to national (UK, Rep. of Ireland) and international (Atlantic-facing Europe) scales using 
ECMWF ERA-Interim model data [11] (Fig. 4). Six-hourly data from a 10-year period (Jan 2006 – Jan 2016) were 
extracted at 0.125° resolution at depths between 40 and 100m. Sites were selected for analysis, shown as red dots in 
Fig. 4, based on geographical spread and ensuring that no more than one site occupies each model grid cell. The 
same process to calculate the minimum value of the maximum step change for each combination of sites was 
performed.  
3. Results 
3.1. Wave buoy data analysis 
Directional analysis of the sea states experienced at each buoy location are presented in Fig. 5b, with Fig. 5a 
showing the spread of directions and significant wave heights over the 9-month period from the reference Scilly 
wave buoy. The plot shows mean heights for different directional sectors where wave direction for each data point 
in the time series was determined from the Scilly buoy. Clear differences in wave exposure are shown. For the 
offshore buoys, the LCRI buoy has larger mean wave heights for waves incident between the SE and WSW while 
wave heights are larger at the Wave Hub from other directions. Similarly the nearshore buoy at Porthleven (south 
coast) has larger mean wave heights for directions between 100-260° (ESE – WSW) while wave heights are larger at 
Perranporth for other directions. The site at FaBTest has smaller mean wave heights than the other buoys for all 
directional sectors apart from the east. These conditions are commonly associated with wind-sea generated by 
easterly strong winds in the English Channel; at such times swell incident from the Atlantic is often low energy.  
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LCRI buoy and at Porthleven reflects the fact that waves from the northwest are more common than waves from the 
southwest during the period of buoy measured data, as shown in Fig. 5a. Since both sets of buoys experience the 
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Fig. 5. (a) Wave rose illustrating distribution of significant wave heights and directions at the reference Scilly wave buoy; (b) Mean 
significant wave height per 10° directional sector for the wave buoys (excluding Scilly). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 6. Scatter plot of relative wave heights from the offshore and nearshore buoys showing percentages of points in each quadrant. 
3.2. Model data analysis 
Output from the SWAN wave model simulation allows the buoy analysis presented in the previous section to be 
extended across the region. Fig. 7 presents the average wave power at each model output location plus the FaBTest 
site, binned per directional sector based on modelled wave direction at the exposed Scilly buoy location. Clear 
trends in the data around the coastline can be seen. The most powerful waves, for all sites except FaBTest and 
locations 1 and 2 off the south coast of Cornwall, occur from westerly directions. These peak at the exposed location 
4 (25kW/m) before reducing along the north coast of Cornwall and then increasing slightly moving west in South 
Wales.  
8 Smith et al./ Energy Procedia 00 (2017) 000–000 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 7. Average wave power at each hindcast model output location (see Fig. 2) binned by reference wave direction at the Scilly buoy. 
 
Northerly and southerly waves affect the coastlines differently as would be expected, given their orientations. 
Northerly waves have a shorter fetch and are most powerful along the north coast of Cornwall (locations 3-8), 
whereas southerly waves are most powerful off the south-facing coastlines, with a significant drop-off in power in 
North Cornwall. Easterly waves provide the lowest power levels, below 5kW/m, at all sites except FaBTest and 
location 1 which are exposed to the English Channel. 
3.3. Power calculations – SW UK 
Maximum step changes in power were calculated over 1 hr and 24 hr periods for the offshore and nearshore 
buoys, individually and in combination, as a percentage of installed capacity. The results are presented in Table 2. In 
all cases, combining the power generation from two sites leads to a significant reduction (around one-third) in the 
step change. Overall, the offshore locations experience lower step changes than the nearshore sites, and when 
calculations are made using the buoy data, there is little difference between the 1 hr and 24 hr step changes. 
However, calculations made using the longer-term model data (given in brackets in Table 2) indicate larger step 
changes over the 24 hr period and a lesser reduction when considering the combined power generation.  
Table 2.  Maximum step changes in power for individual and combinations of two offshore and nearshore sites from buoy and model data as a 
percentage of installed capacity (model data values in brackets). 
Max offshore step change (%) Max nearshore step change (%) 
 1 hr 24 hr  1 hr 24 hr 
LCRI 53 (47) 55 (70) Perranporth 94 (70) 83 (81) 
Wave Hub 56 (33) 62 (75) Porthleven 90 (72) 90 (90) 
Combined offshore 34 (23) 40 (67) Combined nearshore 61 (36) 59 (76) 
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3.4. Power calculations – National and international scales 
The analysis of step changes was extended from combinations of two sites up to a maximum of ten sites over 24 
hr periods at a range of spatial scales: 
• Cornwall sites (from SWAN model output) 
• South Wales sites (SWAN model output) 
• SW UK (SWAN model output) 
• Atlantic-facing UK (ECMWF data) 
• Republic of Ireland (ECMWF data) 
• Atlantic-facing Europe (ECMWF data). 
The results are illustrated in Fig. 8. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 8. Minimum values of maximum 24 hr step change for combinations of 1 to 8 sites across a range of spatial scales. 
 
It can be seen that smaller variations in step change with increasing numbers of sites occur in regions where sites 
are primarily exposed to the same sea states. This is particularly evident in South Wales, however, this is also seen 
in Cornwall and SW UK (after an initial drop when increasing from one to two sites) and in the Republic of Ireland 
(after a drop from one to three sites). A far more significant drop is seen over the wider spatial scales of Atlantic-
facing UK and Europe. This is due to the lower sea state correlation across sites in these areas, with their spatial 
extent sufficient that different parts of the region will often experience sea states from different weather systems, in 
addition to having very different geographical features affecting sea states locally. However, in all cases the step 
change plateaus once a maximum number of sites is considered, beyond which there is minimal additional benefit to 
considering more sites. A more detailed analysis of these results can be found in [6]. 
4. Discussion and conclusions 
The Southwest UK provides an interesting case study for this type of assessment due its energetic wave 
conditions and varying coastline orientation. Analysis of offshore and nearshore buoy data illustrates the variability 
in wave height and power levels with wave direction at different locations around the region including the existing 
wave energy test and demonstration sites. When this analysis is extended to numerical modeling output with greater 
spatial coverage, these power level trends become clearer. Different sites will therefore produce the highest levels of 
power in different sea states and weather conditions. This is reflected in the significant reduction in both hourly and 
10 Smith et al./ Energy Procedia 00 (2017) 000–000 
24-hrly step change in power in the region when considering output from two sites in combination rather than 
individual sites. However, no further step change reduction is seen when considering more than two sites. It is 
surmised that this is due to the relatively limited spatial extent of the region and the fact that the majority of sea 
states, although affected by local geography, originate from the same weather systems, leading to relatively high 
levels of correlation across the region. 
The importance of maximising the range of directional exposure of sites in order to increase the power smoothing 
and reduce grid-integration constraints is demonstrated by the step change results for the wider national- and 
international-scale study; developing multiple sites to provide exposure to the widest range of weather systems is 
likely to have the largest impact on reducing intermittency. There are therefore questions relating to the selection of 
sites for commercial-scale development, and the potential role of government or regulatory bodies in designating 
these, that the industry should consider. By considering potential sites on a regional and national basis, accounting 
for the resource variability, large-scale deployment solutions that might benefit grid integration could be identified.  
Acknowledgements 
The work was supported by the EPSRC funded “Extension of UKCMER Core Research, Industry and 
International Engagement” project (EP/M014738/1). The Authors acknowledge the financial support provided by 
the Welsh Government and Higher Education Funding Council for Wales through the Sêr Cymru National Research 
Network for Low Carbon, Energy and Environment (C001822). This study was a re-analysis of existing data, which 
are openly available at locations cited in the reference section. 
References 
[1] Cristina L. Archer and Mark Z. Jacobson (2007) “Supplying Baseload Power and Reducing Transmission Requirements by Interconnecting 
Wind Farms.” Journal of Applied Meteorology and Climatology 46 (2007): 1701-1717. 
[2] Katzenstein, Warren, Emily Fertig and Jay Apt (2010) “The variability of interconnected wind plants.” Energy Policy 38.8 (2010): 4400-4410. 
[3] Reikard, Gordon, Bryson Robertson and Jean-Raymond Bidlot (2015) “Combining wave energy with wind and solar: Short-term forecasting.” 
Renewable Energy 81 (2015): 442-456. 
[4] Parliamentary Office of Science and Technology (2014) “Intermittent Electricity Generation”, Postnote no. 464. Houses of Parliament. 
[5] Unger, Benedikt and Stuart Marray (2016) “Costs and Benefits of GB Interconnection. A Poyry Report to the National Infrastructure 
Commission.” [online] Available at: https://www.gov.uk/government/uploads/system/uploads/attachment_datafile/505222/080_Poyry _Costs 
AndBenefitsOfGBInterconnection_v500.pdf [accessed 31/5/17]. 
[6] Fairley, Iain, Helen C.M. Smith, Bryson Robertson, Mohammad Abusara and Ian Masters (2017) “Spatio-temporal variation in wave power 
and implications for electricity supply.” In Press, Renewable Energy, https://doi.org/10.1016/j.renene.2017.03.075 
[7] Channel Coastal Observatory (2016)  Coastal Observatory. [online] Available at: http://www.channelcoast.org/ [accessed 31/5/17]. 
[8] Wavenet (2016) Cefas Wavenet. [online] Available at: https://www.cefas.co.uk/cefas-data-hub/wavenet/ [accessed 31/5/17]. 
[9] Booij, N., R.C. Ris and L.H Holthuijsen (1999) “A third-generation wave model for coastal regions - 1. Model description and validation.” 
Journal of Geophysical Research – Oceans 104 (1999): 7649-7666. 
[10] van Nieuwkoop, Joana C.C., Helen C.M. Smith, George H. Smith and Lars Johanning (2013) “Wave resource assessment along the Cornish 
coast (UK) from a 23-year hindcast dataset validated against buoy measurements.” Renewable Energy 58 (2013):1-14. 
[11] Dee, D.P., S.M. Uppala, A.J. Simmons, P. Berrisford, P. Poli, S. Kobayashi, U. Andrae, M.A. Balmaseda, G. Balsamo, P. Bauer, P. Bechtold, 
A.C.M. Beljaars, L. van de Berg, J. Bidlot, N. Bormann, C. Delsol, R. Dragani, M. Fuentes, A.J. Geer, L. Haimberger, S.B. Healy, H.  
Hersbach, E. V. Hólm, L. Isaksen, P. Kållberg, M. Köhler, M. Matricardi, A.P. McNally, B.M. Monge-Sanz, J.J. Morcrette, B.K. Park, C. 
Peubey, P. de Rosnay, C. Tavolato, J.N. Thépaut and F. Vitart, F (2011) “The ERA-Interim reanalysis: configuration and performance of the 
data assimilation system.” Quarterly Journal of the Royal Meteorological Society 137 (2011): 553-597. 
[12] Babarit, A., J. Hals, M.J. Muliawan, A. Kurniawan, T. Moan and J. Krokstad (2012) “Numerical benchmarking study of a selection of wave   
energy converters.” Renewable Energy 41 (2012): 44-63. 
 
 
  
 Helen C.M Smith et al. / Energy Procedia 125 (2017) 240–249 249
 Smith et al./ Energy Procedia 00 (2017) 000–000  9 
3.4. Power calculations – National and international scales 
The analysis of step changes was extended from combinations of two sites up to a maximum of ten sites over 24 
hr periods at a range of spatial scales: 
• Cornwall sites (from SWAN model output) 
• South Wales sites (SWAN model output) 
• SW UK (SWAN model output) 
• Atlantic-facing UK (ECMWF data) 
• Republic of Ireland (ECMWF data) 
• Atlantic-facing Europe (ECMWF data). 
The results are illustrated in Fig. 8. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 8. Minimum values of maximum 24 hr step change for combinations of 1 to 8 sites across a range of spatial scales. 
 
It can be seen that smaller variations in step change with increasing numbers of sites occur in regions where sites 
are primarily exposed to the same sea states. This is particularly evident in South Wales, however, this is also seen 
in Cornwall and SW UK (after an initial drop when increasing from one to two sites) and in the Republic of Ireland 
(after a drop from one to three sites). A far more significant drop is seen over the wider spatial scales of Atlantic-
facing UK and Europe. This is due to the lower sea state correlation across sites in these areas, with their spatial 
extent sufficient that different parts of the region will often experience sea states from different weather systems, in 
addition to having very different geographical features affecting sea states locally. However, in all cases the step 
change plateaus once a maximum number of sites is considered, beyond which there is minimal additional benefit to 
considering more sites. A more detailed analysis of these results can be found in [6]. 
4. Discussion and conclusions 
The Southwest UK provides an interesting case study for this type of assessment due its energetic wave 
conditions and varying coastline orientation. Analysis of offshore and nearshore buoy data illustrates the variability 
in wave height and power levels with wave direction at different locations around the region including the existing 
wave energy test and demonstration sites. When this analysis is extended to numerical modeling output with greater 
spatial coverage, these power level trends become clearer. Different sites will therefore produce the highest levels of 
power in different sea states and weather conditions. This is reflected in the significant reduction in both hourly and 
10 Smith et al./ Energy Procedia 00 (2017) 000–000 
24-hrly step change in power in the region when considering output from two sites in combination rather than 
individual sites. However, no further step change reduction is seen when considering more than two sites. It is 
surmised that this is due to the relatively limited spatial extent of the region and the fact that the majority of sea 
states, although affected by local geography, originate from the same weather systems, leading to relatively high 
levels of correlation across the region. 
The importance of maximising the range of directional exposure of sites in order to increase the power smoothing 
and reduce grid-integration constraints is demonstrated by the step change results for the wider national- and 
international-scale study; developing multiple sites to provide exposure to the widest range of weather systems is 
likely to have the largest impact on reducing intermittency. There are therefore questions relating to the selection of 
sites for commercial-scale development, and the potential role of government or regulatory bodies in designating 
these, that the industry should consider. By considering potential sites on a regional and national basis, accounting 
for the resource variability, large-scale deployment solutions that might benefit grid integration could be identified.  
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